WHAT IS CLAIMED IS : 

1. An automatic return guiding device for a track device, the track 
device comprising a first track member having a base mounted to an inner end 
thereof, a second track member mounted in the first track member, and a 

5 slide-aiding member mounted between the first track member and the second 
track member, the second track member including an engaging member on an 
inner end thereof; 

the base including a sliding seat having a slot, the slot having a bent 
section on an outer end thereof, a sliding member being mounted on the 

10 sliding seat and including at least a front leg and a rear leg that are slidingly 
received in the slot, an elastic element being attached between the front leg of 
the sliding member and a rear end of the base, the sliding member further 
including an inclined face and a recessed portion following a rear end of the 
inclined face, a cutout being defined in the sliding member and located beside 

15 the inclined face and the recessed portion, with the inclined face and the 
recessed portion together forming a resilient plate on a body of the sliding 
member. 

2. The automatic return guiding device for a track device as claimed in 
claim 1 , wherein the inclined face of the sliding member has an appropriate 

20 height. 

3. Abase for an automatic return guiding device for a track device, the 
base including a sliding seat having a slot, the slot having a bent section on an 

n 



outer end thereof; 

the sliding seat including a horizontal portion in which the slot 
extends, the horizontal portion having a thin wall section, the slot including a 
groove in a rear end thereof, with the thin wall section between the bent 
5 section and the groove acting as a resilient plate. 
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